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13. All sanitary works to the entire satisfaction of MoH

12. All reinforced concrete work to Structural Engineer's drawings

11. Drain pipes passing under tarmac, driveways, and buildings to be
      encased in 150mm thick concrete sorround

10. A single layer of 3-ply bituminous felt to be provided between
      masonry and r.c. work

9. pv denotes permanent air vents over doors and windows as
    shown on drawings

8. Depth of foundations to be decided on site

7. Walls below 200mm thick to be reinforced with hoop iron at every
    alternate course

4. Any discrepancies to be reported to the office of the consultant

14. All roads, storm water  drainage and foul sewerage to
      Civil Engineer's drawings

6. This drawing is to be read in conjunction with specifications and all
    other relevant drawings

5. All work to be strictly in accordance to with the standard
    specifications and notes

1. This drawing is copyright C

2. Do not scale off this drawing

3. All levels and dimensions to be checked on site before any
    building work commences
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Concrete floor slab with BRC 
reinforced mesh class 142A on 
500g. polythene sheet dpm on 
50th approved murram blinding 
on 300dp. approved & well 
compacted hardcore filling. 600 x 200 mm strip footing.

200 mm masonry walling.

2100mm high hardwood 
door to Architect's 
approval.

1000mm high glazed 
window in aluminium frame.

ROOF DETAILS:
-20° Pitch
-Corrugated 1x3 m iron sheets 
on,
-50x150 mm rafters ties and 
struts,
-50x50 mm purlins,
-75x50 mm wall plate.
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Bath Studio 
Room 2

Verandah
pv

600 x 200 mm strip footing.

2100mm high hardwood 
door to Architect's approval.

2100mm high door opening.

ROOF DETAILS:
-20° Pitch
-Corrugated 1x3 m iron sheets 
on,
-50x150 mm rafters ties and 
struts,
-50x50 mm purlins,
-75x50 mm wall plate.

1500mm high glazed 
window in aluminium frame.

Concrete floor slab with BRC 
reinforced mesh class 142A on 
500g. polythene sheet dpm on 
50th approved murram blinding 
on 300dp. approved & well 
compacted hardcore filling.

4,4004,400

7,500

2,
80

0

+0

+2,500

+4,900

Masonry wall plastered and 
painted to approval.

1000mm high glazed 
window in aluminium frame.

2100mm high hardwood 
door to Architect's approval.

2100mm high door opening.
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Masonry wall plastered and 
painted to approval.
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Masonry wall plastered and 
painted to approval.
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pv pv
Masonry wall plastered and 
painted to approval.

1000mm high glazed 
window in aluminium frame.

1500mm high glazed 
window in aluminium frame.
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